
STIPIJIArIONS

Cernsal Coal CcrparDr, Inc.
Crarxiall Canyon Mine

AC[/OL1/O32, FnerT Counry, IlLah

lUfE: A r+ritten cmitment to the stipulations preceded by en asterix (*)
dfl-satisfy ttre requirenents for ccryli:nce with tJ:e perfb ^nce stanrdanls as
irdicated.

Stipulation 817. 2l-.25- (1) -EI

I. Afrer exminirg the soil surarey and chernical analysis for a proposed
topsoil sr:bstitute, one reguire.nent is in order. The B hori-zon of
the TG. soil should be salwaged and stodpiled along with that from
the JDE. This will insure ttr,at an adeqr:ate supply of plant growfh
rediun will be available for reclamrtion of the steep slopes of 50 to
70 per-cent. { six-inctr layer of topsoil on steep slopes may be lost
to brosion and require repiacement.- The additioiral sbil roalerial
fron the TG. soil will afford the operator enough material if tte
need arises.

Stipulation 817. 44- (1) -D.III

t. ltre applicant shall provide a topographic map \.ftich depicts all
sections of road and ctrarrnel enbanloent fi1ls vrLrere erosion
protection measures will be utilized (i.e., 100-year, 24-hor-r ar:mored
sections). The acttral surreyed outslope limits must also be shor+n on
the mnp. This meF must be received within 30 days after firral pe:mit
approval.

Stipulation 817.46-(1, 2, 3)-D^JH

the operator must prowide at least one cutrff collar for bottr ttre
sedinpnt dewatering dewice and the principal spillway outlet pipe in
the final construction design.

the operator uust ensure tJ.at ttre enbankment outslopes will not be
constructed withi:r the confines of the active stream charrnel of
Crandall Cteek.

Those slorpes located wittr-irr the lo0-year, 24-hour flood plain must be
ad-equately protect"q *qtt, ri-prap, revefment rctaining walIs, or by
other suitable standa:rc engireering practices (see TA, section tiMC
8L^7.44, Stipulation #1). Ttre final engineering designs for concrol
of erosion of the enbarrlmrt outslopes must be-approved by the USFS
and the Division prior to consEuction.

1.

2.

3.
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Stipulation 817 . 52-$rface Wate- (1) -D.III

* 1. The applicant will need to modtfy the pro'posed surface water
rnonitoring plan to meet the fo1lor+i4g provisions:

A. TnrPlErent the specifics &s outlined in the proposed plan for
monitoring dwir€ ttre operational ptr,ase.

B. Additional sarryling for TdS, TSS, pH, EC and r,rrater teryerature
on a nonthly basis (rnininn:n of one year).

Stiprrlation 817.52-Gtor:nd Llater-(l, 2, 3) -D{tt

1. the applicant shall irrylerpnt a nonitoring plan during the first year
of operations to establish baseline flow and quality data for the
spring upstream of the minir€ operation (see TA section I}lC 817.52
for specifics). the plan must also include provisions for
operational and postnining rnonitoring and be approved by the Diwision.

Ttris plan must be received by the Diwision withirr 30 days after final
permit approval and ruust be approved or irylemented prior to the
sta:t of any mine development.

2. The applicqnt must submit ttre results of the 1982 spring and seep
field surv€y of the mine per:roit are€., as ccrntmitted to on page 4 of
the S€ptemher 1981 ACR reE)onse docr:rnent. If the sr-rvey has
identified additional seeps and spriqgs wtrictr harrc not been included
in previous sr:b'missions, then an trpdated topographic ns.p must be
provided shora'i-r€ ttre locations of ttre seeps and sprilgs.

Springs producing t'pr*r-rab1e flow must be included in thre monitoring
pr-ogran outlined by Stipulation llt of ttris section.

* 3. the applicant must comit to the reccmendations outlined in the
conpliance section for monitorirlg unpr.edicted gror:nd water inflows
during nini-r€ cperations. this includes the use of conti-rnrous
r:econJing flow neter(s) on the majrr srry pury(s) with weekly on-site
records and qtrarterly strnmari-es of flow sr:bmitted to the Divi-sion. A
quality analysis must be made i-mediately of arry significant i:nflcnr.
If an idlow contirn:es for nn extended tirne, additional analyses must
be rnade se-i-annual1y.

Stipulation 817.54-(1, 2) -thlll

1. the qplicant must prowide notification of or a copy of ttre final
pe:mit approval from the State Ergineerts Office for the dr,ange of
use and diversion point as soon as it is arrailable to update the MRP.
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2. An tpdated topqgraphic surface facilities nap must be pr-owided vltflctt
identifies tJre preci-se location of ttre approved diversion point ard
tJre specific methods and equiprent to be utilized to divert the water
from the creel<. Any ilsreoses in surface disttrbence tJlat roay result
frclm the diversicn inPlementation must be identified.

ltris rnap must be prowided to the Division with 90 days of filal
perrnit approval.

Stipulation 817.55-(1, 2) -DjI{

1. the applicant must prowide written verification ttrat the MSIIA has
approved the proposal for surface to tndergror:nd discharge and
storage location(s).

The verification must be receirred by the Diwision prior to actual
on-site iryla'pntation of the pro'posal.

2. The applicant w'il1 need to provide an updated undeqgrotrnd developmrt
m."p lilflch indicstes ttre general area where the r:ndeqground water
storage and trrea@nt facilities are located, and a sctrematic
ovenri-ew of the general routlrg nethods mtrloyed to transrnit waters
to the storage/treafnrpnt facilities areFs.

Itris map should be received by
irple"rentation.

Stipulation 817 .59- (1) -TNT/ (lr"{S)

1. Ttre corylete Roof Control and the Ventilation, Methane and Dust
Oontrol plans approved by Mine Safety and }ba.lttr ldrninisfration
(llSIfA) are an integral parf of the nining and recln'netion plans and
mr:st be coryatible.

ltre applicant stra11 submit corylete approved copies of these plans to
ttre appropriate agencies (Minerals lbnagenent Senrice, Office of
Surface ltinirg, Diwision of Oil, C,as and Minirg and the Counfy
Recorderrs Office) ps €rr1 adderdtrn to the nining and reclnmqtion
pIsn. As these plans are trpdated and/or changed ard approved by
MSHA, corylete co'pi-es of the trpdated and/or dranged parts strall be
submitted to up<date ttre fomal nining and reclFrnption pIan.

Stipulation 817. 97- (1) -SCL

* 1. The applicant must corrrnit, irr writing, to avoid the use of persistent
p'esticides and to prevent fires. Deadline: 30 days.

the Division wittrin 30 days of actual
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Stipulation 817.111-. 117-(1, 2) -SCL

1. The applicant must sutnit a detailed plan for monitoriag revegetated
areas. Ttris must ilclude specific methods for collectiag data on
cover, productiwity and shnrb and tree density, as well as a tirrr"
table for all rnonitori:rg actiwity. Deadline: 60 days after firral
approrral.

* 2. TLansects \^/'i11 be done the second year after reseedirg to dete:mine
snergence and sr:rviwal of strrubs. If shn:b derrsiry is much lower
than the established stardarrds (11336 shnrbs/acre), stunrbs w'i1l be
planted. At such time as tlre need to plant shrubs beccmes ewident,
the reguletop authority must be consulted to determine density and
spacing of plmtings.


